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The problems associated with the corrosion of aluminum connections, the low mechanical properties of Al/
Cu connections, and the introduction of EU directives have forced the potential of new materials to be
investigated. Alloys based on eutectic Zn-Al are proposed, because they have a higher melting temperature
(381 C), good corrosion resistance, and high mechanical strength. The Zn-Al-Si cast alloys were charac-
terized using differential scanning calorimetry (DSC) measurements, which were performed to determine
the melting temperatures of the alloys. Thermal linear expansion and electrical resistivity measurements
were performed at temperature ranges of 250 to 250 C and 25 to 300 C, respectively. The addition of Si
to eutectic Zn-Al alloys not only limits the growth of phases at the interface of liquid solder and Cu
substrate but also raises the mechanical properties of the solder. Spreading test on Cu substrate using
eutectic Zn-Al alloys with 0.5, 1.0, 3.0, and 5.0 wt.% of Si was studied using the sessile drop method in the
presence of QJ201 ﬂux. Spreading tests were performed with contact times of 1, 8, 15, 30, and 60 min, and
at temperatures of 475, 500, 525, and 550 C. After cleaning the ﬂux residue from solidiﬁed samples, the
spreadability of Zn-Al-Si on Cu was determined. Selected, solidiﬁed solder/substrate couples were cross-
sectioned, and the interfacial microstructures were studied using scanning electron microscopy and energy
dispersive x-ray spectroscopy. The growth of the intermetallic phase layer was studied at the solder/sub-
strate interface, and the activation energy of growth of Cu5Zn8, CuZn4, and CuZn phases were determined.
Keywords microstructure, spreading, thermal and mechanical
properties, Zn-Al-Si
1. Introduction
The Zn-Al eutectic system has been proposed as an
alternative to soldering at high-temperatures, with a maximum
working temperature is up to 350 C (Ref 1). This alloy has
many desirable characteristics, including low cost, high
mechanical properties, and good thermal and electrical con-
ductivities. However, the Zn-Al alloy demonstrates very weak
wettability of substrates and oxidation resistance, which could
be eliminated by the addition of Cu (Ref 2), Ag (Ref 3), and Mg
(Ref 4). Many authors have investigated the effects of different
chemical and metallurgical aspects on the impact properties of
Zn-Al alloys (Ref 2-9). In this study, the effects of Si addition
on the microstructure and mechanical properties of the Zn-Al
alloy were examined.
However, the mechanical properties of the binary Zn-Al
alloys are not suitable for most engineering applications.
Silicon is the most important alloying element used in the
majority of cast alloys (Ref 9). It is responsible for a good
castability (due to its high ﬂuidity), it has very low solubility in
aluminum alloys, and therefore it precipitates as virtually pure
Si particles, which improve the strength. A small addition of Si
caused stress resistance to increase in the tensile test (Ref 6, 7).
Si content also led to increased wear resistance and hardness
(Ref 7, 8) in Zn-Al-Si alloys. Jian et al. (Ref 9) showed that the
wear rate of alloys containing 2 wt.% silicon instead of copper
was approximately 10 times lower than the wear rate of the
Zn27Al alloy.
The possibility of using Zn-Al alloys to solder Al/Cu (Ref
10), Al/Mg (Ref 11), Al/steel (Ref 12), and Cu/Cu (Ref 13)
extend their applications in industry. However, there are few
studies showing the impact of temperature and time on
phenomena occurring at the interface of liquid solder and the
solid substrate. In (Ref 14), Al/Cu and Cu/Cu joints soldered
by eutectic Zn-Al are shown; from Cu side, three inter-
metallic compounds (IMCs) from the Cu-Zn system of
CuZn, Cu5Zn8, and CuZn4 phases were present at the
interface. The addition of Ag and Cu to Zn-Al alloys (Ref 2,
3, 14, 15) caused the growth of the IMC layer at the
interface to be blocked. According to the results of this
work, the effects of Si addition on the kinetics of formation
and growth of the CuZn, Cu5Zn8, and CuZn4 phases in the
spreading process were studied.
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2. Experimental
The cast alloys of Zn-Al with 0.5, 1.0, 3.0, and 5.0 wt.% of
Si were prepared in a glove box ﬁlled with high purity Ar
(99.9999 vol.%), from equally high purity 99.999% of Al, Si,
and Zn elements in Al2O3 crucibles. The samples for electrical
resistivity tests were sucked into quartz capillaries, and for the
mechanical tests were casted into graphite molds. Spreading
tests on Cu substrate of eutectic Zn5.3Al alloys with 0.5, 1.0,
and 3.0 wt.% of Si were performed using the sessile drop (SD)
method. A more detailed description of the experimental
apparatus can be found in the earlier work of Moser et al.
(Ref 18). Spreading tests were carried out in the presence of
QJ201 ﬂux and without protective atmosphere at temperatures
of 475, 500, 525, and 550 C, in order to determine the
activation energy of the phase forming. Therefore, ﬂux QJ201
from powder, consisting of KCl 50, LiCl 32, NaF 10, and ZnCl2
8 (wt.%), was applied for the purposes of protection and oxide
removal. In order to determine the kinetics of growth of the
IMCs, the tests were performed at 500 C for spreading times of
1, 8, 15, 30, and 60 min. As described in (Ref 2, 3), the
spreading areas of 0.5 g samples of Zn-Al-Si solder were
calculated after cleaning the ﬂux residue from solidiﬁed
samples, and the spreadability of Zn-Al-Si alloys on Cu was
determined in accordance with ISO 9455-10:2013-03. Selected
solder/substrate couples were cut perpendicular to the plane of
the interface on a diamond wire saw, mounted in conductive
resin, ground, polished, and subjected to microstructure and
elemental analysis using FEI Quanta 3D FEG scanning electron
microscope (SEM) coupled with energy dispersive x-ray
spectrometry (EDS), in order to study the interfacial microstruc-
ture and the IMCs occurring at interface, the same as described
in (Ref 2, 3). The SEM-EDS measurements were performed at
an accelerating voltage of 15 kV. The growth rate and activation
energy of CuZn, Cu5Zn8, and CuZn4 layers in the solid state
were determined. Thermal analysis of Zn-Al-xSi alloys was
carried out at temperatures up to 500 C in an argon gas ﬂow at
40 mL/min, with a heating rate of 10 C/min, using differential
scanning calorimetry (DSC). The alloys were measured to verify
the CTE and thermal deformation in the temperature range from
50 to 250 C, with a heating rate of 5 C/min under a helium
5 N gas ﬂow of 20 mL/min, using a thermal mechanical
analyzer (TMA). Electrical resistivity measurements were made
using the four-point method with a Keithley 6220 as the current
source (output 100 mAwith an accuracy of 10 lA) coupled with
a Keithley 2182 nanovoltmeter (10 mV range with an accuracy
of 1nV) at temperatures ranging from 25 to 300 C, with heating
steps of 10 C during a 180 min under air. The mechanical
properties of the Zn-Al-Si alloys were evaluated using an
INSTRON 6025 testing machine modernized by Zwick/Roell.
3. Results and Discussion
3.1 Characteristics of Cast Alloys
3.1.1 Microstructures. The microstructures of the Zn-Al-
xSi alloys in the as-cast state consist mainly of three phases.
One has a bright contrast, the second has a lighter gray color,
and the third is darker, as shown in Fig. 1. EDS analysis was
carried out on these points. The phase with bright contrast
(point A) is a zinc-rich phase containing about 98.9 wt.% Zn.
Fig. 1 Microstructure of the as-cast Zn-Al alloys with different amounts of Si: (a) 0.5, (b) 1.0, (c) 3.0, and (d) 5.0 wt.%
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The gray eutectic phase (point B) was found to be an
aluminum-rich phase containing about 22.4 wt.% Al. In
addition, some particles with darker appearance (point C) were
observed at different places containing only Si. The addition of
silicon had not formed the IMCs, only caused occurring Si
particles on the microstructure of the Zn-Al alloy. The
solubility of silicon in the zinc-aluminum matrix is nearly zero
(Ref 20). Therefore, silicon solidiﬁes into the primary and
eutectic silicon particles in the microstructure of the Zn-Al-Si
alloys (Ref 6-9). The distribution of Si particles is non-uniform
in the alloys. As can be seen in Fig. 1(a-c), the microstructure
of Zn-Al-Si consists of eutectic colonies of an Al-rich phase
and Zn-rich phase formed at the eutectic and Si particles. In the
Zn-Al-0.5Si alloy, the microstructure displays primary crystals
of the Zn phase with a dendritic morphology, and an a + g
eutectic phase distributed in the interdendritic space (Fig. 1a).
The primary Zn phases were surrounded by eutectic phases, in
which ﬁne eutectic Si platelets were found to be dispersed in
eutectic Zn matrix. The silicon particles are smaller, and their
distribution is more uniform, compared to the other alloys. As
illustrated in Fig. 1(b)-(d), when 1.0-5.0 wt.% Si is added to
the Zn-Al matrix, in the eutectic Zn-Al microstructure increas-
ing amount of Si particles. The composition of the light
contrasted areas indicates a Zn-rich phase (g-Zn), and the
darker areas represent the Al-rich phase. Additionally, an Al-
Zn-rich compound occurs at the expense of the Zn-rich phase.
With increased silicon content, the size of the Si particles also
increases, and their distribution becomes non-uniform. The
eutectic silicon particles can be seen in the area of the Zn-rich
phase and the phase mixture for all alloys. Similar observations
were determined by Vencl et al. (Ref 8), where the primary Zn
area increased with decreasing Si content.
3.1.2 Thermal Properties. The DSC melting curves of
Zn-Al-xSi alloys are presented in Fig. 2. The addition of Si had
inconsiderable on the melting temperature of Zn-Al-xSi solder.
The DSC results demonstrated two obvious endothermic peaks
for the Zn5.3Al-Si solder alloys. The two peaks indicated two
steps in the melting process of Zn-Al-Si solder. Based on the
Zn-Al-Si phase diagram (Ref 15), for the ﬁrst endothermic
peak, at 281 C, the ﬁrst reaction was a solid solution from
the a- to the a-phases, where the reaction of the Al-rich face-
centered cubic (fcc) and hexagonal close-packed (hcp) phase
was observed to convert to a Zn-rich phase of fcc crystal
structure. The second endothermic peak appeared at 384 C,
where the reaction was melting of eutectic Zn-Al. The addition
of silicon to alloys causes slight differences between melting
and solidiﬁcation temperature. As shown in Fig. 2, increasing
the concentration of silicon contributes to an increased melting
point. According to Takaku et al. (Ref 15) and Gancarz et al.
(Ref 2, 3), all Zn-Al solders show two endothermic peaks, and
both reactions take place at approximately the same tempera-
ture.
3.1.3 Thermal Expansion. Increasing electrical power
density requires solder with excellent mechanical properties,
high reliability, and stability, because higher electric power
results in higher heat ﬂux and, therefore, leads to a higher
operating temperature for electronic equipment. The thermal
expansion mismatch between components grows larger due to
differences in their coefﬁcients of thermal expansion (CTE), and
causes a great enough strain in solder to induce fatigue failure
mode (Ref 1). The results of thermal expansionmeasurements are
shown in Fig. 3. The CTE was calculated in the present study at
the range of -50 to 250 C. At the beginning, the thermal
expansion coefﬁcients of all Zn-Al-xSi solders are essentially the
same value, although the values are signiﬁcantly lower than for
eutectic Zn-Al solder. The CTE are 21.79, 19.43, 18.38, and
18.29 (9106 K1) for 0.5, 1.0, 3.0, and 5.0 wt.% Si, respec-
tively, showing that the CTE decreases as Si content increases.
The Zn-Al-Si alloys have lower CTE than Zn-Al alloys
(22.69 106 K1) and Pb-based solder alloys
(30.09 106 K1). In their complementary work, Gancarz
et al. (Ref 16) found that the thermal expansion was higher for
Zn-Al-In than for Pb-5Sn, despite the fact that the In dissolves in
Zn-Al and does not create an IMC. In the case of Zn-Al-Si alloys,
reducing CTE by increasing Si content reduces differences
between Cu (16.99 106 K1) (Ref 19) and solder, causing
fewer cracks in working joints during temperature changes.
3.1.4 Electrical Resistivity. The temperature dependence
of the electrical resistivity (q) for the Zn-Al-Si solders was
measured, as shown in Fig. 4. As can be seen, the resistivity of
Zn-Al-Si alloys increases linearly with increasing temperature.
Alloys with high silicon content exhibit higher electrical
resistance. The values of resistivity measurements range from
7.2 to 7.6 lX cm at room temperature. This can be related to
the microstructure of the sample. The presence of a higher
amount of the eutectic phase is the reason of higher electrical
resistivity. Gancarz et al. (Ref 3, 16) found that the electrical
resistivity of Zn-Al-In and Zn-Al-Ag increases as temperature
rises and different metal components are added: from 6.5 to
8.5 lX cm at room temperature for Zn-Al-xIn (x = 0.5-
1.5 wt.%) and 6.5-7.2 lX cm for Zn-Al with addition of Ag
Fig. 2 The DSC curves of the Zn-Al-xSi as-cast alloys
Fig. 3 TMA results of thermal expansion measurements vs. tem-
perature
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from 0.5 to 1.5 wt.%. But all values are greater than the values
of q obtained for the eutectic Zn-Al alloy (5.0 lX cm), and
lower than those of a Sn-37Pb solder (14.25 lX cm) (Ref 16).
3.1.5 Mechanical Properties. Tensile test was used to
evaluate the mechanical properties of the as-cast Zn-Al-Si
alloys compared with the strength of eutectic ZnAl solder.
Figure 5 shows the stress-strain curve of Zn-Al-Si alloys. It was
found that the tensile strength of Zn-Al-Si alloys increased with
increasing silicon content above 1.5 wt.% (Ref 17). The alloys
with 0.5 and 1.0 wt.% Si content showed sufﬁciently high
tensile strength of 144 and 147 (MPa), respectively. When the
amount of silicon increases above 5.0 wt.%, the tensile strength
decreases. The brittleness of coarse silicon crystals (both
eutectic and primary silicon) is the main reason for the poor
mechanical properties of ZA alloys. The strength of Zn-Al-
3.0Si and Zn-Al-5.0Si alloys is greatly reduced, to 118 and 110
(MPa), respectively. The elongation to failure of Zn-Al-Si
alloys was very low, even lower than that for Pb-5Sn (39%),
and had an effect on the preparation of samples, and the
condition and temperature treatment of samples after casting.
The tensile properties correlated to the microstructural behavior
as a function of element contents. This may be related to a
change of eutectic composition with the increase of silicon
content and the creation of primary Si particles. Savaskan et al.
(Ref 6) show that the addition of a small amount of Si into
Zn15Al-Cu alloys can greatly enhance their mechanical
Fig. 4 Electrical resistivity of Zn-Al alloys with different Si con-
tents
Fig. 5 The stress-strain curves of Zn-Al-xSi solder alloy
Fig. 6 Effect of silicon on spreading area of ZnAl solder on Cu
substrate for different (a) times, (b) temperatures
Table 1 The results of EDS analysis of the IMC layers
formed at the Zn-Al-Si/Cu
IMCs Cu (at.%) Zn (at.%)
Zn-Al-0.5Si
b-CuZn 48.8± 1.0 51.2± 1.0
c-Cu5Zn8 41.0± 0.8 59.0± 1.2
e-CuZn4 19.5± 0.8 80.5± 1.2
Zn-Al-1.0Si
b-CuZn 48.9± 1.0 51.1±1.0
c-Cu5Zn8 42.3± 0.9 57.7± 1.2
e-CuZn4 19.6± 0.8 80.4± 1.6
Zn-Al-3.0Si
b-CuZn 47.4± 1.0 52.6± 1.1
c-Cu5Zn8 42.3± 0.9 57.7± 1.2
e-CuZn4 21.0± 0.4 79.0± 1.6
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properties. This result shows that silicon can be an alternative
element to cooper. When the content of silicon is more than
1 wt.%, it was found that the trend reverses.
3.1.6 Spreading Test. Results of the spreading area A of
Zn-Al-xSi alloys on Cu substrate after different times of contact
(1, 8, 15, 30, and 60 min) and temperatures (475, 500, 525, and
550 C) are shown in Fig. 6(a)-(b). The droplet area of the
molten Zn-Al-xSi alloys is larger than those of the eutectic Zn-
Al alloy. The maximum spreading area was obtained for Zn-Al-
0.5Si for varying periods of time ranging from 1 to 15 min. The
spreading area of Zn-Al-0.5 Si was 98 mm2 for 1 min. For 1.0
and 3.0 wt.% Si content, the area of contact is lower than those
for 0.5 wt.% Si content, being 82 and 79 mm2 for 1 min. For
these two compositions, the increase of time from 30 to 60 min
Fig. 7 Backscattered SEM micrographs showing the microstructure of IMCs between Zn-Al-0.5Si and Cu substrate at 500 C at different
times: (a) 1 (b) 8, (c) 15, (d) 30, and (e) 60 min, respectively
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results in higher contact area. However, further increase of time
to 30 min leads, for Zn-Al-0.5Si, to a insigniﬁcant decrease of
area. As contact time increased, the spreading area increased
slowly.
Figure 6b shows that the spreading area of the alloys
increased as the temperature increased from 475 to 550 C. At
475 C, additional Si content, up to 1 wt.%, resulted in a
decreasing spreading area. A further temperature increase, to
525 C, causes the area to decrease, and a temperature of
550 C affects the growth of contact area from 95 to 103 mm2
for Zn-Al-1.0Si. It is shown that eutectic Zn-Al and Zn-Al-
3.0Si have higher areas at 525 and 550 C. Increasing Si
content up to 1 wt.% in the solder may lead to decreasing the
spreading time of solder. It has to be noted that, with increasing
temperature and time, the solder spreadability is improved, and
the best results were obtained at 550 C. However, the
spreadability of Zn-Al-Si is relatively poor compared to the
high lead solder due to the oxygen afﬁnity of Zn and Al. The
addition of a small amount of Cu and Ag to ZA solder was
investigated by Gancarz et al. (Ref 2, 3). It was observed that
the spreading area obtained for eutectic ZnAl with Cu increased
with increasing time, temperature, and Cu content. This can be
compared to with the spreading area of Zn-Al with Ag, where
the effect of time was very small, whereas the effect of
temperature on spreading area was strong. Generally, the
addition of Ag reduced the spreading area (Ref 3), but this
effect was rather smaller compared to the increased spreading
area in Zn-Al with Si alloys.
3.1.7 Effect of Time on Chemical Reaction at Interface
During Spreading. One of the present authors (Ref 3, 21)
reports that three Cu-Zn intermetallic compound layers were
formed at 500 C, and that the processes occurring at the
solder/substrate interface can be divided into three distinct
stages. The ﬁrst one involves the dissolution of copper by liquid
zinc, the second the crystallizations, and the third the solid-state
transformations. After the spreading treatment, the consump-
tion of the Cu substrate by Zn was observed, and it was noted
that three reaction layers (e-CuZn4, c-Cu5Zn8, and b-CuZn) at
the interface were formed, between the Zn-Al-xSi alloys and
Cu substrate. The formation of these layers was conﬁrmed by
Takaku et al. (Ref 15) and Gancarz et al. (Ref 2, 3, 16). The Zn-
Al-based alloys are exceptional alloys forming peculiar IMCs
with Cu due to the presence of Zn, with dissolving inside Al,
which is in accordance with phase diagram Al-Cu-Zn (Ref 22).
This is due to the fact that the highest growth of the IMC phase
with time and temperature correlates to the stability of phases
from the Al-Cu-Zn system (Ref 3). The ThermoCalc calcula-
tions show that the c-phase that is Cu5Zn8 and Al4Cu9 (in the
phase diagram of Al-Cu-Zn) has the lowest Gibbs free energy.
However, considering the time of the spreading process, the
amount and availability of components are controlled by
diffusion of Cu and Zn to the interface. Figure 7 shows
backscattered electron (BSE) micrographs of the microstructure
of Zn-Al-0.5Si solder at 500 C, at times of (a) 1, (b) 8, (c) 15,
(d) 30, and (e) 60 min. A thin layer of CuZn forms close to the
Cu side, a scallop-shaped CuZn4 layer forms at the solder side,
and a Cu5Zn8 layer forms in the middle. The average thickness
of layers was measured for different reﬂowing times. Inside the
Cu5Zn8 layer, the fast path of Cu diffusion is shown, which is
also observed in Zn-Al with Ag and Cu alloys (Ref 3, 15, 21).
The results of EDS quantitative analysis are summarized in
Table 1. The composition of the three phases coincides well
with the CuZn4, Cu5Zn8, and CuZn phase, even for the thicker
one. As the content of Si increased, the fraction of the CuZn4
phase decreased (due to the diffusion of Zn toward the solder
interface and controlled growth of interfacial IMCs). After eight
minutes reﬂow, it was observed that the IMCs increased in
thickness with reﬂow time. However, the growth rates of IMC
layers had been somewhat reduced for the samples with higher
Si content. The effect of Cu and Ag on the microstructure is in
good agreement with results from previous studies in the most
popular Zn-Al cast alloys (Ref 3), although there are inconsis-
tencies in the inﬂuence of Si on the thickness of IMC (Ref 2, 3).
Fig. 8 Plots of thickness vs. square root of time for IMCs formed
at interfaces in the Zn-Al-xSi/Cu samples during the reﬂow process
at 500 C for: (a) 0.5, (b) 1.0, and (c) 3.0 wt.% Si
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It was found that, when the Ag and Cu concentration was low
(0.5 wt.%), the thickness of the interface layers was the
smallest (Ref 3, 15).
3.1.8 Intermetallic Compound Thickness Analy-
sis. Figure 8(a), (b), and (c) presents the thickness of IMC
layers formed at interface in temperature 500 C and the time
from 1 to 60 min, for Zn-Al with Si addition of 0.5, 1.0, and
3.0 wt.%, respectively. In the beginning of spreading test from
1 to 8 min, the thickness of Cu5Zn8 and CuZn4 layers is almost
the same, and after 15 min, the highest thickness was obtained
for Cu5Zn8. Generally, at the interface of Zn-Al solder with a
Cu substrate, the three binary IMCs CuZn4, Cu5Zn8, and CuZn
are observed, which is in accordance with the phase diagram of
Al-Cu-Zn. Taking into account the thickness of IMC layers and
relationship between d (the IMC thickness) and t (time), the
character of diffusion could be determined:
d ¼ ktn;
where k represents the growth rate coefﬁcient for the con-
sumption rate (experimental values). This means that the
growth rate constant k was determined from the slope of the
linear relation in Fig. 8. The possibility description of time
by square root are respond to the formation of the IMC layers
for all investigated solders which is controlled by volume dif-
fusion.
Takaku et al. (Ref 15) have reported that the addition of
1 wt.% Cu to Zn-Al alloy causes activation energy to decrease
and enhances the growth of the IMC layers. Different results
were observed by Gancarz et al. (Ref 3), who conﬁrmed that the
addition of 0.5 wt.% Ag to Zn5.3Al solder could effectively
reduce the thickness of Cu5Zn8 and CuZn4 layers by lowering
the diffusion rate of Zn in the Cu substrate. Grain boundary
diffusion plays a major role in the formation of the new phase,
compared to surface or bulk diffusion. Hence, the large primary
Si particles that appeared near to the eutectic region and within
the Zn matrix act as barriers to Cu and Zn diffusion along the
grain boundaries to form Cu-Zn IMCs. The average thickness
of each IMC layer was measured for different times. Longer
times correspond to greater IMC thickness. The thin b-CuZn
layer was also reported in the literature (Ref 2, 3, 15).
3.1.9 Effect of Temperature on Chemical Reaction at
Interface During Spreading. Figure 9 present a series of
backscattered electron images illustrating the effect of temper-
ature on the microstructure of the Zn-Al-0.5Si solder, after the
spreading test for a time of 8 min. Changes in the thickness and
shape of the IMCs were registered at four different tempera-
tures (475, 500, 525, and 550 C). The microstructure of Zn-
Al-Si solder (Fig. 9) shows three IMC layers, CuZn4, Cu5Zn8,
and CuZn, which are formed at the Cu substrate-solder
interface for all levels of Si content in Zn-Al alloys. The CuZn
intermetallic layer grows immediately on Cu substrate. The
morphology of CuZn4 is a scallop-shaped layer, while those of
Cu5Zn8 and CuZn are ﬂat. The thin b-CuZn layer varies from
about 0.4 to 1.5 lm, the c-Cu5Zn8 layer from about 15.1 to
39.5 lm, and the e-CuZn4 layer from about 11.5 to 26.2 lm for
Zn-Al-0.5Si, depending on temperature. Such reaction mor-
phologies are quite similar to those of Zn-Al-Cu and Zn-Al-Ag
(Ref 2, 3). For the present reaction layers, it can be said that Cu
Fig. 9 Backscattered SEM micrographs showing the microstructure of IMCs between Zn-Al-0.5Si and Cu substrate after 8 min at different
temperatures: (a) 475 (b) 500, (c) 525, and (d) 550 C, respectively
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dissolution into the liquid solder forms the scallop-shaped
CuZn4 layer. In this case, the Cu is predominantly transported
to molten solder along the CuZn4 grain boundaries during
spreading. Higher spreading temperatures correspond to thicker
IMCs.
3.1.10 Kinetics of Growth of the IMC Layers. Since
IMC growth is a diffusion-dominated process, the growth rate
for interface migration can be described by an Arrhenius
equation as follows:
k ¼ k0  exp
Q
RT ;
where k0 is the migration rate constant, Q is the activation en-
ergy, R is the universal gas constant, and T is the absolute
temperature. Figure 10 shows the ln k versus (1/T) plots for
individual phases for Zn-Al alloys with Si addition of 0.5,
1.0, and 3.0 wt.%, respectively. The activation energy values
were calculated from the slopes of the Arrhenius plot using a
linear regression model derived from Fig. 10(a)-(c). The acti-
vation energies of Zn-Al-Si are summarized in Table 2. The
slops of the lines in Fig. 10 suggest higher activation energy
for c-Cu5Zn8 and b-CuZn than for e-CuZn4. Accordingly, it
can be predicted that the ﬁrst intermetallic phase to be formed
at the interface between the Zn solder and Cu substrate is
CuZn4. The apparent activation energies calculated for the
growth of b, c, and e were 33.27, 30.62, and 17.34 kJ/mol
for Zn-Al-1.0Si are similar to those of Zn-Al-1.0Cu (Ref 15),
at 48, 36, and 16 kJ/mol, respectively. However, slightly low-
er compare to eutectic Zn-Al alloy for b, c, and e were
32.38, 42.38, and 29.54 kJ/mol (Ref 3). As the activation en-
ergy of IMCs increases, the formation and growth of this
compound becomes more difﬁcult. On the other hand, low
activation energies indicate easier IMC formation and growth.
Addition of less than 3.0 wt.% Si to eutectic Zn-Al increases
the activation energy of IMCs which inhibits their nucleation
and growth. Data obtained by Gancarz et al. (Ref 2), for a
Zn-Al-Cu/Cu interface, show lower activation energy than the
data collected by Takaku (Ref 15). In line with (Ref 3), the
addition of Ag to eutectic Zn-Al also increases activation en-
ergy to 49, 37, and 17 kJ/mol for b, c, and e, respectively. In
all cases, the addition of a small amount of metal content in-
creases the activation energy of IMCs, which inhibits the
nucleation and growth of IMC layers.
4. Conclusion
The present study is concerned with the effects of silicon
addition on the microstructures, and electrical and mechanical
Fig. 10 Arrhenius plot for the growth of the total interfacial Zn-Al-
xSi solder for (a) 0.5, (b) 1.0, and (c) 3.0 wt.% Si
Table 2 The activation energy of IMCs of ZnAl alloys
with Si content after spreading
Alloys (wt.%) IMCs Activation energy Q, kJ/mol
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properties of Zn-Al solder alloys. The following conclusions
can be drawn:
1. The microstructure of cast alloys consists of both eutectic
and primary Si particles. For Zn-Al alloys containing less
than 1.0 wt.% Si, the microstructure was blocky and
showed a homogeneous distribution of primary particles.
The eutectic Si had a mostly ﬁbrous morphology, which
became much larger in size in the alloys containing more
than 1.0 wt.% Si.
2. The DSC results demonstrated that the addition of 0.5,
1.0, 3.0, and 5.0 wt.% Si changes the melting tempera-
tures slightly. Melting occurred over a slightly higher
range of temperatures.
3. From TMA analysis, the linear average coefﬁcient of
thermal expansion (CTE) was found. Meanwhile, a small
amount of 0.5-1.0 wt.% Si, added to a eutectic ZnAl al-
loy, results in an appreciable change in thermal and
mechanical properties.
4. The results of electrical resistivity measurements show
that the addition of Si to eutectic ZnAl increases the elec-
trical resistivity in the range from 7.2 to 7.6 lX cm at
room temperature for Zn-Al-xSi (x = 0.5-3.0 wt.%).
5. Tensile test results indicate that adding a small amount of
Si can clearly improve the strength and ductility, but the
trend reverses above 1.0 wt.%. The decrease in tensile
strength can be explained by the increased amount of
large silicon particles.
6. The formation of three IMC layers, such as CuZn,
Cu5Zn8, and CuZn4, was observed at the solder/Cu
substrate interface. The results show that the addition
of Si can reduce the activation energy of the inter-
metallic phases. But the growth rate of the CuZn4
phase decreased due to the diffusion of Zn toward the
solder interface and the growth of interfacial IMCs was
controlled by the amount of Si. The IMC layers be-
came thinner as Si content increased. As shown earlier,
the spreadability and the thickness of the IMC layers
increase at higher temperatures and longer spreading
times.
7. The experimental results presented in this paper demon-
strated that a small amount of silicon causes general
reﬁnement of microstructure and better mechanical prop-
erties.
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